TECHNICAL DATA SHEET

4/15 Media

Description

Progressively built up, thermal bonded 100% synthetic
shatter-proof fibres — non-toxic with a highly resilient
structure.

Suggested Applications

For use in heat ventilation and air conditioning devices, pre-
filtration in air conditioning systems and painting and drying
plants - especially suited for use in high velocity units.

Technical Data

Average Arrestance (EN779) 76.7 %
Nominal Air Volume 5400 m>/h m?
Air Velocity 1.5 m/s
Initial Pressure Drop 25 Pa
Final Pressure Drop 250 Pa
Filter Classification G2 Grade
Maximum Temperature 80 °C
Maximum Humidity 100 %
Dust Holding Capacity 410 g/m’
Approximate Thickness 10 mm
Washability Limited

Colour White

Flammability (DIN 53438-3) Class F1
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TECHNICAL DATA SHEET

4/25 Media

Description

Progressively built up, thermal bonded shatter-proof
synthetic fibre — non-toxic with a highly resilient structure

Suggested Applications

For use in heat ventilation and air conditioning devices, pre-
filtration in air conditioning systems and painting and drying
plants

Technical Data

Arrestance (EN 779) 91 %
Nominal Air Volume 5400 m’/h m?
Air Velocity 1.5 m/s
Initial Pressure Drop 35 Pa
Final Pressure Drop 250 Pa
Filter Classification G4 Grade
Maximum Temperature 80 °C
Maximum Humidity 100 %
Surface Weight 220 g/m’
Dust Holding Capacity 660 g/m’
Colour White
Approximate thickness 24 mm

Flammability (DIN 53438-3) Class F1
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TECHNICAL DATA SHEET

4/50 Media

Description

Progressively built up, thermal

bonded

shatter-proof

synthetic fibres — non-toxic with a highly resilient structure

Suggested Applications

For use in heat ventilation and air conditioning devices and
installations such as spray booths and drying cabinets

Technical Data

Arrestance (EN779)
Nominal Air Volume

Air Velocity

Initial Pressure Drop
Final Pressure Drop
Filter Classification
Maximum Temperature
Maximum Humidity
Dust Holding Capacity
Washability

Colour

Approximate Thickness
Flammability (DIN 53438-3)
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TECHNICAL DATA SHEET

4/70 Media

Description

Progressively built up, shatter-proof synthetic fibres —

contains no silicone or other lacquer harming substances

Suggested Applications

For use in heat ventilation and air conditioning devices, and

installations such as spray booths and drying cabinets

Technical Data

Arrestance (EN 779)
Nominal Air Volume

Air Velocity

Initial Pressure Drop
Final Pressure Drop
Filter Classification
Maximum Temperature
Maximum Humidity
Colour

Approximate Thickness
Flammability (DIN 53438-3)

o

90
5400
1.5

60
250
G4

80
100
White
40
Class F1

%
m>/h/m?
m/s

Pa

Pa
Grade
°C

%

mm

b

MIDLAND
filtration

Limited

D Head Office:

39 Moorbridge Road Industrial Estate
Bingham, Notts NG13 8GG

tel: 01949-485400

fax: 01949-485401

email: sales@midfilters.co.uk

(] Scottish Branch:

28-30 Carron Place

East Kilbride G75 0YL

tel: 01355-267730

fax: 01355-267811

email: scotland@midfifters.co.uk

VAT Registered No. 416 3203 90
Registered in England No. 1936235

OHSAS 13801
REGISTERED Fiat CPRONY




TECHNICAL DATA SHEET

6/51 Media

Description

Progressively built up, thermal bonded 100% polyester fibres
— non-toxic with a highly resilient structure and compressed
towards the clean air side. A high performance filter with a
good average dust holding capacity and high dust weight
arrestance. This fine filter is additionally treated with a
special dust adhesive to prevent dust loss due to vibration.

Suggested Applications

For fine filtration in air conditioning devices and installations,
as in air intake on spray booths and drying cabinets.

Technical Data

Average Arrestance @ 0.4 um (EN 779) 40-60 %

Nominal Air Volume 900 m>/h/m?
Air Velocity 0.25 m/s
Initial Pressure Drop 30 Pa
Final Pressure Drop 450 Pa
Filter Classification M5 Grade
Maximum Temperature 80 °C
Maximum Humidity 100 %
Dust Holding Capacity 320 g/m?
Washability No

Colour White
Approximate Thickness 25 mm

Flammability (DIN 53438-3) Class F1
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